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AMENDMENTS TO THE CLAIMS 
LISTING OF THE CLAIMS: 

1. (Currently amended) A computer-implemented method fop — of 
downloading a binary file m-to a customer premises telecommunications hu b, the 
method comprising: 

receiving a new binary file in [[a]] the customer premises telecommunications hub, 
loa d i ng tho bi nary f i l e into flash memory, 

stor i ng a tria l run message i dentify i ng th o b i nary f i le i n vo l at il e memory, 

soft rebooting tho hub w i th the b i nary fil e , 

operat i ng tho hub with tho binary fi le , 

ver i fying proper operation of tho b i nary file, and 

after verify i ng proper operat i on of t ho b i nary f i le, d e s i gnat i ng tho b i n a ry f ilo 

as tho current b i nary fi le for tho hub. 

configuring a non-volatile memory using a trial run parameter; 

loading the new binary file into a location of non-volatile memory on the hub, the 

non-volatile memory flagging an old binary file as a currently active file: 
rebooting the hub: and 

checking, during the rebooting, whether a trial run message is stored in a volatile 
memory on the hub; and 

if a trial run message is stored in the volatile memory. 

identifying the location in non-volatile memory of the new binary file based 

on the 

trial run message. 
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deleting the trial run message, 

operating the hub with the new binary file, and 

verifying proper operation of the hub with the new binary file: else 

if the trial run message is not stored in the volatile memory, 

operating the hub with the old binary fiie, and 

deleting the trial run parameter. 

2. (Cancelled) 



3. (Currently amended) The computer-implemented method of Claim- claim 
1 Z further comprising: 

duri ng r e boot i ng, ch o cking tho vo la t ile m e mory for tho ox i ston ce of th o trial 

if proper operation of the hub with the new binary fileb- is verified, 
deleting the trial run parameter; and 

flagging, in the non-volatile memory, the new binary file as the currently active 
file for the hub. 

4. (Currently amended) The computer-implemented method of Claim- claim 
1 wherein[[:]] 

verifying proper operation of the hub with the new binary file i s v e r i f i ed by 

dotocting th o r o c ci pt of comprises receiving an acknowledgment message from an 
external server. 
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5. (Currently amended) The computer-implemented method of Claim-claim 
1 wherein[[:]] 

verifying proper operation of the hub with the new binary file i s ver i fi e d by 
detecting the r e c e ipt of comprises receiving a configuration file from an external 
server. 

6. (Currently amended) The computer-implemented method of Claim- claim 

1 wherein: 

proper operation of the binary file is verified by detecting the receipt of a domain 
name from an external server. 



7. (Currently amended) A customer premises telecommunications hub 
comprising: 

a nonvolatile memory having ajirst and second memor y s e ctions for stor i ng 
binary f i les, partition: 

means for designating ono of sa id f irs t a nd s e cond memory sections an old 
binary file in the first memory partition as currently active[[,]]i 

means for receiving a new binary file 
wh i ch is not d e s i gnat e a s currently act i ve, ; 

moans for soft r ebo o ti ng sa i d hub w i th the now binary f ile , 
moans for verifying prop e r operation of sa i d now bi nary fi le , 
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means for, after v e rify i ng prop e r op e ration of said n e w b i nary f i lo, 

d e sign a t i ng tho oth e r of sa i d first and second m e m o r y s ections as curr e ntly 

3CtiVG 

a vo l ati le m e mory having a memory l ocation d e s i gnat e d for stor i ng a tr ial 

run m e ssag e , 

means for , upon r e ceipt of a now binary fi l e, stor i ng i n sa i d volatile memory 

a tria l run m e ss a g e i dentifying th e nonvo l at i le memory section i n which s a id now 
binary f i l e is stor e d, a nd 

means for, upon reboot i ng, chockin g said v o l ati le memory for th e 

presence of the tr i a l run message and, i f pr e s e nt, operat i ng sa i d hub w i th tho new 
binary f i lo.. 

means for storing the new binary file into the second memory partition: 

means for configuring the non-volatile memory using a trial run parameter; 

means for rebooting the hub: 

means for checking, during rebooting, whether a trial run message is 

stored in a votatile memory on the hub: 
means for operating the hub with the new binary file stored in the second 
memory partition: 

means for identifying a partition of non-volatile memory storing the new 

binary file based on the trial run message: and 
means for deleting the trial run message. 
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8. (Cancelled) 

9. (Currently amended) [[A]]The customer premises telecommunications hub 
according to Claim claim 7. wherein: 

said means for verifying proper operation comprises means for detecting the 
receipt of a signal by said hub from an external server. 

10. (Currently amended) [[A]]The customer premises telecommunications hub 
according to Claim -claim 9, wherein: 

said signal is an acknowledge message from a DHCP server. 

1 1 . (Currently amended) [[AJJIhe customer premises telecommunications hub 
according to Claim- claim 9, wherein: 

said signal is a configuration file from a TFTP server. 

12. (Currently amended) In a customer premises telecommunications hub, a 
method comprising; 

storing a m e ssag e in a volat i le memory across a s oft r e boot proc e ss 

wh o r e th o mossago is a tria l run mes sage identify i ng a now b i nary f il e 

stored i n a m e mory l ocat i on which has not b oo n d e signated a s tho locati on of th e 
current l y activo binary fil e . 
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storing a new binary file in a location of non-volatile memory, the non- 
volatile memory flagging an old binary file as a currently active 
binary file; 

storing a trial run message in a volatile memory. 

wherein the trial run message identifies the new binary file stored in the 
location of non-volatile memory; 

rebooting the hub; 

if the trial run message is still stored in the volatile memory, 

deleting the trial run message; and 

operating the hub with the new binary file, and 

verifying proper operation of the hub with the new binary file, and 

after verifying proper operation of the new binary file, 

flagging, in the non-volatile memory, the new binary file as the 

currently active binary file, and 
deleting the trial run parameter. 

13-1 5. (Cancelled) 

16. (New) The computer-implemented method of claim 3, further comprising 
if proper operation of the hub with the new binary file is not verified, 
rebooting the hub; 

operating the hub with the old binary file; and 
deleting the trial run parameter. 
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17. (New) The customer premises telecommunications hub of claim 7, further 
comprising: 

means for operating the hub with the old binary file stored in the first memory 

partition; and 
means for deleting the trial run parameter. 



18. (New) In the customer premises telecommunications hub of claim 12, the method 
further comprising: 

rebooting the hub; and 

if proper operation of the hub is not verified, 

operating the hub with the old binary file; and 

deleting the trial run parameter. 



19. (New) In the customer premises telecommunications hub of claim 12, the method 
further comprising: 

if proper operation of the hub with the new binary file is verified, 
flagging, in the non-volatile memory, the new binary file as the currently active 

binary file; and 
deleting the trial run parameter. 
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